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Technical Features 

◦ Single cartridge seal 

◦ Balanced 

◦ Stationary multiple springs 
design 

◦ Springs isolated from media 

◦ Floating faces 

◦ Quench ports available up-
on request 

Materials 

Rotary Faces: 

◦ Carbon graphite 

◦ Silicon carbide 

◦ Tungsten carbide 

Stationary Seats: 

◦ Silicon carbide 

◦ Tungsten carbide 

O-rings: 

◦ EPDM, FPM, FEPM, HNBR 

Springs: 

◦ AISI 316, alloys 

Other metal components: 

◦ AISI 304, 316 

Operating  

d1 = 25 – 100mm,  
        1.000” - 4.000” 

p1 = 2.0 MPa 

t = -35 - 160 0C 

Vg = 30 m/s 

SSC 
Single Stationary Cartridge 
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SSC

Shaft Size Gland O.D. Seal 
O.D.  Inside Length Outside 

Length  
minimum bolt 

circle slot width 

d(inch) D D1 L1 L2 a S 
1.000 4.13 1.69 0.97 1.67 2.44 0.52 

1.125 4.13 1.72 0.97 1.67 2.56 0.52 

1.250 4.25 1.96 0.97 1.67 2.76 0.52 

1.375 4.45 1.96 0.97 1.67 2.84 0.52 

1.500 4.84 2.21 0.97 1.67 2.95 0.52 

1.625 4.84 2.34 0.97 1.67 3.09 0.56 

1.750 5.44 2.47 0.97 1.67 3.24 0.56 

1.875 5.44 2.58 0.97 1.67 3.35 0.60 

2.000 5.83 2.68 0.97 1.67 3.43 0.60 

2.125 5.83 2.84 0.97 1.67 3.82 0.71 

2.250 6.18 2.96 0.97 1.67 3.94 0.71 

2.375 6.18 3.07 0.97 1.67 4.02 0.71 

2.500 6.42 3.21 0.97 1.67 4.17 0.71 

2.625 6.42 3.34 0.97 1.67 4.29 0.71 

2.750 7.00 3.66 0.97 1.67 4.66 0.71 

2.875 7.28 3.81 1.05 2.26 4.96 0.71 

3.000 7.48 3.94 1.05 2.26 5.09 0.71 

3.125 7.69 4.06 1.05 2.26 5.20 0.71 

3.250 7.69 4.19 1.05 2.26 5.31 0.71 

3.375 7.80 4.31 1.05 2.26 5.47 0.87 

3.500 7.80 4.44 1.05 2.26 5.59 0.87 

3.625 8.00 4.56 1.05 2.26 5.71 0.87 

3.750 8.19 4.69 1.05 2.26 5.83 0.87 

4.000 8.58 4.94 1.05 2.26 6.06 0.87 

Single Stationary Cartridge 

Big Bore and Larger shaft sizes available upon request.  


